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April 11, 2007

Bridger Canyon Property Owners Association
16628 Bridger Canyon Road
Bozeman, MT 59715

ATTN: Deb Stratford, BCPOA Representative

RE: Preliminary Review
Bridger Base Area Development
Gallatin County, MT

Dear Ms. Stratford:

Allied Engineering Services, Inc. has been contracted by the Bridger Canyon Property Owners
Association (BCPOA) to conduct a preliminary review of the proposed Bridger Base Area Development
(Applicant), by Morrison-Maierle, Inc. (Engineer). Our scope-of-work includes a review and evaluation
of the Ground Water Pollution Control System (GWPCS) Permit Application to the Montana Department
of Environmental Quality (MDEQ). The intent is to provide a third party cursory review of the
application with respect to state and local regulations, and any other issues regarding potential human and
environmental health concerns.

Our review 1s based solely on information provided to Allied Engineering Services, Inc. by the BCPOA,
which includes GWPCS Permit Application (dated: November 30, 2006) and related correspondence
from MDEQ. Our review will address our initial concerns, but does not include a detailed review of the
subdivision Planned Unit Development (P.U.D), water supply, wastewater treatment processes,
groundwater or surface water issues, odor, etc.

Upon our 1nitial review of the GWPCS Permit Application (dated: May 2006), it was evident that the
Engineer and Applicant are still in the early stages of the review process. For example, it appears the
Engineer has submitted partial information to the reviewing authorities, in hopes of obtaining concurrence
before proceeding with the next step. Although MDEQ prefers a complete package of the Subdivision
Application, some projects progress on a step-by-step basis. The engineer has submitted a Basis of
Design Report for a Wastewater Treatment and Disposal System, sized to accommodate a design flow for
the P.U.D. (145,000 gpd). The Basis of Design Report includes a description of the treatment system and
processes, size, location, site conditions (test pits, percolation tests, groundwater, background nitrates,
etc.), and a non-degradation analysis. The input parameters for the initial non-significance determination
(dated: May 2006) was based on general information and was not site specific. MDEQ listed numerous
deficiencies regarding the initial non-significance determination. The Engineer has since responded to
MDEQ and conducted additional field work and calculations as part of the most recent GWPCS Permit
Application (dated: November 30, 2006). Most of the input parameters for the non-degradation
calculations appear to be site specific. However, since the development is located in an environmentally
sensitive area (ie. Bridger Creek is listed as an “impaired stream”), we anticipate MDEQ could request a
background nitrate sample collected from the upper 15-25 feet of the shallowest groundwater aquifer
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